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PATTERNED HOT-MIX OR CONCRETE & BRICK PAVER DETAILS

M-6 (2004) 1 1

4" (100) x 8" (200) RUNNING BOND PATTERN 4" (100) x 8" (200) HERRINGBONE PATTERN

SUBGRADE COMPACTED

TO 95% OF ASTM D 1557

4" (100) CONCRETE

BASE, CLASS B

BRICK PAVERS

1" (25) SAND BED

BRICK PAVER SIDEWALK DETAIL

NOTES:

NOTES:

1.  ACTUAL PATTERN TO BE USED SHALL BE SPECIFIED ON THE PLANS.  COLOR IS TO BE "BRICK RED"

  UNLESS OTHERWISE NOTED ON THE PLANS.

2.  MATERIALS AND PAVEMENT BOX VARY DEPENDING ON PLANS.

3.  FOR CROSSWALK APPLICATIONS, 8" (200) WHITE LINES SHOULD BE PLACED ON BOTH SIDES.

4.  THE PATTERNS ABOVE ARE THE PREFERRED PATTERNS AVAILABLE FOR SIDEWALK OR CROSSWALK

  APPLCATIONS.

1.  ALL PAVERS ARE TO BE "BRICK RED"  UNLESS OTHERWISE SPECIFIED ON THE

  PLANS.  THE PATTERN SHALL BE SPECIFIED ON THE PLANS.

2.  EXPANSION JOINT MAY BE NEEDED ON NON-CURB SIDE OF BRICK PAVER

  SIDEWALK IF THAT SIDE IS AGAINST BUILDING OR OTHER CONFINING FEATURE.




