APPENDIX B:

UNIT AND SHOVEL TEST RECORDS



Appendix B: Shovel Test Records
Phase 11 Archaeological Evaluations of site 7-NC-E-152
Airport and Churchmans Road Intersection Improvement Project

ST  Stratum  Level Depth BD* Soil Description
| 1 0-64 cm 10YR 4/4 dark yellowish brown mottled
with 10YR 5/6 silty sand
2 | 0-17 cm 10YR 4/4 dark yellowish brown sandy
loam
11 17-54 ¢cm 10YR 5/6 yellowish brown sandy loam
with gravel
3 l 0-21 cm 10YR 4/4 dark yellowish brown sandy
loam
Il 21-53 ¢m 10YR 5/6 yellowish brown sandy loam
with gravel
4 | 0-19 em 10YR 4/4 dark yellowish brown sandy
loam
11 19-38 ¢cm 10YR 5/6 yellowish brown sandy loam
5 | 0-26 cm 10YR 3/3 dark brown silty sand
11 26-47 cm 10YR 5/6 yellowish brown silty sand
11 47-70 cm 7.5YR 5/6 strong brown silty sand
6 1 0-20 cm 10YR 3/3 dark brown silty sand
11 20-32 cm 10YR 5/6 yellowish brown silty sand
111 32-57 c¢m 7.5YR 5/6 strong brown silty sand
7 | 0-29 cm Fill 1
11 29-52 ¢m 10YR 5/6 yellowish brown silty sand
8 I 0-28 cm 10YR 4/4 dark yellowish brown sandy
loam
1 28-48 cm 10YR 5/6 yellowish brown sandy loam
9 | 0-26 cm 10YR 3/3 dark brown silty sand
11 26-46 cm 10YR 5/6 yellowish brown silty sand
10 I 0-29 cm 10YR 4/4 dark yellowish brown sandy
loam
I 29-44 ¢cm 10YR 5/6 yellowish brown sandy loam
11 1 0-24 cm 10YR 3/3 dark brown silty sand
24-48 cm 10YR 5/6 yellowish brown silty sand
12 I 0-19 cm [0YR 3/3 dark brown silty sand
I 19-28 cm 10YR 5/6 yellowish brown silty sand
1 28-40 cm 7.5YR 5/6 yellowish brown strong brown
silty sand
13 | 0-14cm 10YR 4/3 dark brown sandy loam
1 14-43 cm 10YR 5/6 yellowish brown sandy loam
with gravel
14 [ 0-13 ¢cm 10YR 4/3 dark brown sandy loam
Il 13-37 cm 10YR 5/6 yellowish brown sandy loam
with gravel
15 1 0-21 em 10YR 4/3 dark brown sandy loam
11 21-40 cm 10YR 5/6 yellowish brown sandy loam
with gravel
16 i 0-21 cm 10YR 4/3 dark brown sandy loam
11 21-40 cm 10YR 5/6 yellowish brown sandy loam

with gravel

Depths below datum listed are taken from the center measurements recorded for each unit.



Appendix B: Shovel Test Records
Phase Il Archaeological Evaluations of site 7-NC-E-152
Airport and Churchmans Road Intersection Improvement Project

ST Stratum  Level Depth BD* Soil Description
17 | 0-24 cm 10YR 4/3 dark brown sandy loam
I 24-40 ¢cm 10YR 5/6 yellowish brown sandy loam
with gravel
18 1 0-30 cm 10YR 4/3 dark brown sandy loam
Il 30-43 cm 10YR 5/6 yellowish brown sandy loam
with gravel
19 1 0-22 cm 10YR 4/3 dark brown silty loam
11 22-39 cm 10YR 5/6 yellowish brown silty loam
20 | 0-20 cm 10YR 4/3 dark brown silty loam
I1 20-30 em 10YR 5/6 yellowish brown silty loam
21 I 0-24 cm 10YR 3/3 brown sandy loam
11 24-48 cm 10YR 5/6 yellowish brown silty sand
22 | 0-28 cm 10YR 3/3 brown sandy loam
1 28-40 cm 10YR 5/6 yellowish brown silty sand
23 1 0-23 cm 10YR 3/3 brown sandy loam
I 23-40 cm 10YR 5/6 yellowish brown silty sand
24 | 0-41 cm 10YR 5/8 yellowish brown coarse sand
and gravel
11 41-56 cm 10YR 3/3 dark brown silty sand
11 56-70 cm 10YR 5/6 yellowish brown silty sand
25 | 0-39 cm 10YR 5/8 yellowish brown coarse sand
and gravel
I 39-65 cm 10YR 3/3 dark brown silty sand
[11 65-75 cm 10YR 5/6 yellowish brown silty sand
26 [ 0-29 cm 10YR 5/8 yellowish brown coarse sand
and gravel
I 29-50 cm 10YR 3/3 dark brown silty sand
111 50-64 cm 10YR 5/6 yellowish brown silty sand
27 1 0-28 cm 10YR 5/8 yellowish brown coarse sand
and gravel
11 28-49 cm 10YR 3/3 dark brown silty sand
111 49-64 cm 10YR 5/6 yellowish brown silty sand
28 | 0-38 cm 10YR 5/8 yellowish brown coarse sand
11 38-58 cm 10YR 3/3 dark brown silty sand
111 58-68 cm 10YR 5/6 yellowish brown silty sand
29 Rool mat 0-14 cm Root mat
| 14-42 cm 10YR 5/8 yellowish brown coarse sand
[ 42-64 ¢cm 10YR 3/3 dark brown silty sand
1 64-80 ¢m 10YR 5/6 yellowish brown silty sand
30 Root mat 0-14 em Root mat
I 14-35 cm 10YR 5/8 yellowish brown coarse sand
11 35-54 em 10YR 3/3 dark brown silty sand
I 54-70 cm I0YR 5/6 yellowish brown silty sand

* Depths below datum listed are taken from the center measurements recorded for cach unit.



Appendix B: Excavation Unit Records
Phase II Archaeological Evaluations of site 7-NC-E-152
Airport and Churchmans Road Intersection Improvement Project

Unit Provenience  Stratum  Level Depth BD* Soil Description
1 N23 El4 I ] 7-17 ¢m 10YR 3/3 brown silty sand with 10%
pebbles
I 2 17-27 cm 10YR 3/3 brown silty sand
i 1 27-37 cm 10YR 5/8 yellowish brown sandy loam
with 20% gravels
I 2 37-47 cm 10YR 5/8 yetlowish brown sandy loam
with 30% gravels and cobbles
It 3 47-57 cm 10YR 5/8 yellowish brown sandy loam
with 40% gravels and cobbles with slight
7.5YR 5/8 strong brown silty sand
mottles
1 1 57-70 cm 10YR 5/8 silty sand with 7.5YR 5/6
strong brown silty sand with 50% gravels
and cobbles
2 N35 El¥ i 1 12-22 ¢cm 10YR 4/3 brown sandy loam
1 2 22-32 cm 10YR 4/3 brown sandy loam
1 3 32-36 cm 10YR 4/3 brown sandy loam
I1 ] 36-48 ¢cm 10YR 5/6 silty sand with 40% gravels
[ | 48-61 cm 7.5YR 5/6 strong brown silty sand with
50% gravels
3 N44 E20 | 1 6-16 cm 10YR 4/3 brown sandy loam with heavy
root intrusion and 50% pebbles and
gravels
1 2 16-26 ¢cm 10YR 4/3 brown sandy loam with heavy
root intrusion and 50% gravels
1 3 26-29 cm 10YR 4/3 brown sandy loam with 30%
gravels
11 1 29-39 ¢m 7.5YR 5/6 strong brown silty loam with
50% gravels
11 2 39-49 ¢m 7.5YR 5/6 strong brown silty sand with
40% gravels
4 N52 E19 l 1 6-16 cm 10YR 4/3 brown sandy loam with heavy
root intrusion and 50% pebbles and
gravels
I 2 16-26 cm 10YR 4/3 brown sandy loam with heavy
root intrusion and 50% gravels
I 3 26-30 cm 10YR 4/3 brown sandy loam with 30%
gravels
I1 1 30-41 cm 7.5YR 5/6 strong brown silty loam with
50% gravels
11 2 41-55 em 7.5YR 5/6 strong brown silty sand with

40% gravels

Depths below detum listed are taken trom the center measurements recorded for cach unit.



Appendix B: Excavation Unit Records
Phase Il Archaeological Evaluations of site 7-NC-E-152
Airport and Churchmans Road Intersection Improvement Project

Unit Provenience  Stratum  Level  Depth BD* Soil Description
S Nol LIS I 1 7-19 cm 10YR 4/3 brown sandy loam with
mottling and root intrusion
I 2 19-30 ¢cm 10YR 4/3 brown sandy loam with 30%
gravels
1l 1 30-43 ¢cm 7.5YR 5/6 strong brown silty sand with
40% gravels
11 2 43-52 cmi 7.5YR 5/6 strong brown silty sand with
40% gravels
6  N77E21 1 1 8-18 cm 10YR 4/3 brown sandy loam with
mottling and root intrusion
I 2 18-25 cm 10YR 4/3 brown sandy loam with 30%
gravels
11 1 25-38 cm 7.5YR 5/6 strong brown silty sand with
40% gravels
I 2 38-48 cm 7.5YR 5/6 strong brown silty sand with
40% gravels
7 N36E2I I 1 3-13 cm 10YR 4/3 brown sandy loam
1 2 13-23 ¢m 10YR 4/3 brown sandy loam with 10%
gravels
11 1 23-33 cm 7.5YR 5/6 strong brown sandy loaim with
less than 10% gravel
11 2 33-43 cm 7.5YR 5/6 strong brown silty loam with
15% gravel
8 N93 E20 1 1 6-15 cm 10YR 3/3 brown sandy loam
I 2 15-28 cm 10YR 3/3 brown sandy loam
1 1 28-42 cm 7.5YR 5/6 strong brown silty sand
I 2 42-52 cm 7.5YR 5/6 strong brown silty sand with
gravels
9 N13 E19 I 1 6-19 cm 10YR 4/3 brown sandy loam
I 2 19-31 ¢cm 10YR 4/2 dark brown sandy loam
I 3 31-41 cm 10YR 4/3 brown sandy loam mottled
with 10YR 5/4 yeltowish brown sandy
toam with 30% gravcls
11 1 41-51 cm 7.5YR 5/6 strong brown silty sand with
50% gravels
111 1 51-62 cm 10YR 6/8 brownish yellow silty sand
10 N32E0 i 1 6-16 cm 10YR 4/3 brown sandy loam
1 2 16-26 cm 10YR 3/3 dark brown sandy loam
I 3 26-35 ¢m 10YR 3/3 dark brown sandy loam
I 1 35-45 cm 7.5YR 5/6 dark brown strong brown silty
sand with 25% gravels
Il 2 45-60 cm 7.5YR 5/6 strong brown silty sand with
gravels

* Depths below datum histed are taken trom the center measurements recorded for each unit.



Appendix B: Excavation Unit Records

Phase 11 Archacological Evaluations of site 7-NC-E-152
Airport and Churchmans Road Intersection Improvement Projcct

Unit Provenicnce  Stratum  Level Depth BD* Soil Description
11 N92 E21 I 1 6-16 cm 10YR 4/3 brown sandy loam with heavy
root intrusion
] 2 16-25 ¢cm 10YR 3/4 brown sandy loam
I 3 25-34 cm 10YR 3/3 dark brown sandy loam
11 1 34-45 ¢m 10YR 5/6 yellowish brown sandy loam
with 30% gravels
1l 2 45-55cm 10YR 5/6 ycllowish brown sandy loam
with 30% gravels
1 3 55-65 cm 10YR 5/6 yellowish brown sandy loam
12 NO9§ E2: I 1 13-23 ecm [I0YR 3/3 brown silty loam
| 2 23-33 ¢m 10YR 3/3 brown silty loam
I 3 33-39 cm 10YR 3/3 dark brown sandy loam
1 1 39-49 cm 10YR 5/6 yellowish brown loamy sand
with 30% gravels
u 2 49-61 cm 10YR 5/6 yellowish brown loamy sand
with 20% gravels
I3 N25E1S | | 7-17 cm 10YR 3/3 brown sandy loam
1 2 17-27 cm 10YR 3/3 brown sandy loam
1 3 27-37 cm 10YR 3/3 brown sandy loam with
pockets of 10YR 5/8 yellowish brown
silty sand
I1 ] 37-47 cm 7.5YR 5/6 strong brown silty sand with
20% gravels
11 2 47-57 em 10YR 5/6 yellowish brown silty sand
with 20% gravels
14 N41 E2] 1 1 5-15 cm 10YR 4/3 brown sandy loam
1 2 15-20 cm 10YR 4/3 brown sandy loam with heavy
root intrusion
1 3 20-24 cm 10YR 4/3 brown sandy loam with heavy
root intrusion
I 1 24-31 cm 10YR 4/2 dark grayish brown sandy
loam with 10% gravels
111 1 31-41 cm 10YR 5/6 yellowish brown silty sand
with 20% gravels
[11 2 41-45 cm 10YR 5/6 yellowish brown silty sand
with 40% gravels
15 N43E9 [ 1 9-19 cm 10YR 4/3 brown sandy loam
| 2 19-28 cm 10YR 4/3 brown sandy loam
11 1 28-29 ¢m 10YR 4/2 dark brown sandy loam
I11 1 29-39 cm 10YR 5/6 yellowish brown silty sand
with gravels
111 2 39-51 cm 10YR 5/6 ycllowish brown silty sand

with 30% gravels

- . . . .
Depths below datum listed are taken from the center measurements recorded for each unit.




Appendix B: Excavation Unit Records
Phase 11 Archaeological Evaluations of site 7-NC-E-152
Airport and Churchmans Road Intersection Improvement Project

Unit Provenicnce  Stratum  Level Depth BD* Soil Description
16 NO6E22 1 1 5-16 cm 10YR 4/4 dark yellowish brown silty
loam root mat
| 2 16-25 cm 10YR 4/4 dark yellowish brown silty
loam
l 3 25-30 ¢cm 10YR 4/4 dark yellowish brown silty
loam
11 1 30-40 cm I0YR 5/4 yellowish brown sandy loam
1 2 40-50 cm 10YR 5/4 yellowish brown sandy loam
I 3 50-59 cm 10YR 5/4 yellowish brown sandy loam
11 4 59-70 cm 10YR 5/4 yellowish brown sandy loam
17 N0 E22 1 1 6-11 cm 10YR 3/3 brown sandy loam
| 2 11-21 cm 10YR 3/3 brown sandy loam
| 3 21-30 cm 10YR 3/3 brown silty loam
I 1 30-40 cm 10YR 5/6 yellowish brown compact silt
11 2 40-50 cm 10YR 5/6 yellowish brown compact silty
sand
18 NI4Els I 1 0-18 cm 10YR 3/3 dark brown sandy loam
I 2 18-28 cm 10YR 3/3 dark brown sandy loam
| 3 28-38 cm 10YR 3/3 dark brown sandy loam
11 1 38-48 cm 10YR 5/6 dark brown sandy loam with
gravels
1 2 48-60 cm 10YR 5/6 yellowish brown sandy loam
with common gravels
19  N21EI2 | 1 10-20 cm 10YR 4/3 brown sandy loam
1 2 20-24 ¢cm 10YR 4/3 brown sandy loam
1 3 24-34 cm 10YR 4/3 brown with few mottles of
10YR 5/6 yellowish brown with 10%
gravel and pebbles
11 ] 34-44 ¢m 10YR 5/6 yellowish brown silty sand
with 40% gravels
11 2 44-54 cm 10YR 5/6 yellowish brown silty sand
with 40% gravel and pcbbles
20 N47E19 I 1 8-18 cm 10YR 4/3 brown sandy loam with heavy
root intrusion
1 2 18-28 ¢cm 10YR 4/3 brown sandy loam
| 3 28-38 ¢cm 10YR 4/3 brown with few mottles of
10YR 5/6 yellowish brown sandy loam
1 1 38-48 ¢m 10YR 5/6 yellowish brown silty sand
with 20% gravels
11 2 48-61 ¢m 10YR 5/6 yellowish brown silty sand

with 35-40% gravel and pebbles

Depths below datum listed are taken from the center measurements recorded for cach unit.



Appendix B: Excavation Unit Records

Phase Il Archaeological Evaluations of site 7-NC-E-152
Airport and Churchmans Road Intersection Improvement Project

Unit Provenience  Stratum  Level Depth BD* Soil Description
21 N43El< | 1 7-21 ¢cm 10YR 4/6 dark yellowish brown silty
sandy loam with common gravels
1 2 21-30 cm 10YR 3/3 dark brown silty loam with
common gravels
I 1 30-39 ¢cm 10YR 3/3 dark brown silty [oam with
common gravels root mat
11 2 39-47 cm 10YR 4/6 dark yellowish brown silty
sandy loam and gravels
11 1 47-57 cm 10YR 5/6 yellowish brown silty sand
with few gravels
22 N42 E20 | 2 11-21 cm LOYR 4/3 brown sandy loam with root
disturbance
| 2 21-30 cm 10YR 4/3 brown sandy loam with root
disturbance
I 3 30-35 cm 10YR 4/3 brown sandy loam with 10%
gravels
1 1 35-45 cm 10YR 5/6 yellowish brown compact sitly
loam with 20% gravels
11 2 45-55 cm 10YR 5/6 yellowish brown silty loam
compact with 20% gravels
11 | 55-65 cm 7.5YR 5/6 strong brown compact silty
sand with high gravel content
23 N44E10 I 1 9-19 cm 10YR 3/3 dark brown sandy loam
| 2 19-23 10YR 3/3 dark brown sandy loam
1 3 23-26 cm 10YR 3/3 dark brown sandy loam with
gravels
1 1 26-36 cm 7.5YR 5/6 strong brown sandy loam with
gravel
11 2 36-46 ¢cm 7.5YR 5/6 strong brown sandy loam with
gravel
11 3 46-59 cm 7.5YR 5/6 strong brown sandy loam with
gravel and ironstone
24 N29 E17 | 1 7-19 em 10YR 4/4 dark ycllowish brown sand fill
1 1 19-29 cm 10YR 4/3 brown loamy sand with high
gravel content
11 2 29-46 cm 10YR 4/3 brown loamy sand with 10-
20% gravel
111 1 46-46 cm 10YR 5/6 yellowish brown silty sand
with 20%gravcel
v 1 46-52 cm 7.5YR 5/6 strong brown silty sand with
30-40% gravel and cobbles
1\Y 2 52-66 ¢cm 7.5YR 5/6 strong brown silty sand with

20-40% gravel and cobbles

* ) . . .
Depths below datum listed are taken trom the center measurements recorded for cach unit.



Appendix B: Excavation Unit Records
Phase 11 Archaeological Evaluations of site 7-NC-E-152
Airport and Churchmans Road Intersection Improvement Project

~Unit  Provenicnce  Stratum  Level Depth BD* Soil Description
25 N3SEIC 1 1 7-17 cm 10YR 4/4 dark yellowish brown silty
loam root mat
I 2 17-27 cm 10YR 4/3 brown sandy loam
] 3 27-38 em 10YR 4/3 brown sandy loan with lots of
gravel and root disturbance
I 1 38-47 cm 10YR 5/6 yellowish brown silty sand
with 20% gravel
11 2 47-57 cm 10YR 5/6 yellowish brown silty sand
with 20% gravel and pebbles
11 3 57-67 cm 10YR 5/6 yellowish brown silty sand
with 40% gravel/cobbles
I 4 67-79 cm 10YR 5/6 yellowish brown silty sand

with 40% gravel

* Depths below datum tisted are taken from the center measurements recorded tor cach unit,



