SCALE : N.T.S.

P ey B 24" (600) |
FINISHED GRADE (PAVEMENT, ETC.I\ng D DOLE BASE DATA CRART
T " POLE BASE "4 (*[3) HORIZONTAL *8 (+25) VERTICAL
| FINISHED TYPE * DIAMETER DEPTH # REINFORCING BARS REINFORCING_BARS
- [ 36" (915) 7250 5 8
— ( ] =
@ SRADE 1501 Mg 2 36" (95) 107 (3050 6 8
i 2A 48" (1220) 8" (2450) 5 8
2'/y" (64) CONDUIT SWEEP 28 60" (1525) 7250 5 8
= 3 48" (1220) 10" (30501 6 8
= 3 3A 60" (I525) 9' (2750) 6 8
S 3B 72" (1830) 7250 5 8
- - _Am
& | conouT 4 24" (610) 2-4"(125) NONE NONE
3 S L,_ 5 36" (915) 4 (1225) NONE NONE
" 2 6 24" (610) 6' (1850) 4 8
L 7 48" (1220) 13'-4" (4000) 7 8
& * - ADDITIONAL DEPTH FOR POLE BASE EXTENSION, IF REQUIRED, TO BE DETERMINED
e BY TRAFFIC ENGINEERING AND MANAGEMENT (TEAM) FIELD REPRESENTATIVE.
*4 (*[3) REINFORCING
BAR (TYPJ——— | 3
(75

%8 (+25) REINFORCING
BAR (TYP)——

\ D

!
1 / '
ANCHOR BOLTS J mT@
(SEE NOTE)

\ GROUND ROD (3/4"(9) X 240" (61000
EMBED 8'(2440) INTO UNDISTURBED SOIL

TYPICAL SECTION (BASES 5 AND 6)

NOTE:
SEE SPECIFICATIONS AND DETAILS FROM CURRENT PURCHASING CONTRACT FOR ANCHOR BOLT DIMENSIONS.
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