NOTES:
1. THIS DEVICE IS INTENDED TO CONTROL SHEET FLOW ONLY; IT SHALL NOT BE USED IN AREAS OF CONCENTRATED FLOW.
2. SILT FENCE ENDS SHALL BE TURNED UPLSPE TO CONTAIN RUNOFF.
3. REINFORCING STRIP IS TO BE ONE COMPLETE STRIP COVERING ALL GEOTEXTILE FABRIC AT POST.

SECTION A-A
REINFORCING STRIP OVER GEOTEXTILE FABRIC FOR UNREINFORCED SILT FENCE (TYP. AT EACH STAKED OR RAPIDLY SPACED)
EMBED APPROX. (1300) OF GEOTEXTILE BACKFILL TREND WITH SOIL AND COMPACT THOROUGHLY.
EXISTING GROUND
6'-6" HIGH MIN.
6'-15" HIGH MAX.
FLOw

SECTION B-B
FASTEN GEOTEXTILE TO WIRE MESH AT 6'-15" TYP.
SECURE WITH WIRE OR STAPLES

ELEVATION
WIRE MESH DETAIL
REINFORCED SILT FENCE ONLY

UNREINFORCED SILT FENCE CONNECTION DETAIL

REINFORCED SILT FENCE CONNECTION DETAIL