**Notes:**

1. Square tubes are to be formed from galvanized sheet structural (physical) quality, ASTM A 446, Grade A, coating designation C 90 regular spangle, or hot rolled carbon sheet structural (physical) quality, ASTM A 57, Grade 33.
2. Nominal outside dimensions are as follows:
   - 2" (51.0) x 2" (51.0) +/- 0.008
   - 2 1/8" (56.0) x 2 1/8" (56.0) +/- 0.010
   - 2 1/4" (63.0) x 2 1/4" (63.0) +/- 0.010
3. All four sides are to have evenly spaced 3/8"(10) diameter holes on 1/2(12) centers the entire length of the tube.
5. The fasteners to be supplied under this specification shall be 1/4"(6), Grade 5 UNC corner bolts with cadmium or zinc plating, installation of signs shall be with 3/8" (10) x 2 1/4" (63) bolts with locknut and washer.
6. The contractor shall provide and install PVC sleeves (4"(100) inside diameter minimum, 6" (150) inside diameter maximum) at proposed concrete sidewalks, islands, and medians for future traffic sign posts as directed by the engineer. The lower end of the sleeve shall be set on top of the soil.

**Typical Assembly:**

- Street blades must be pinned together at each end.
- 2" (51.0) x 2" (51.0) steel post.
- 1 1/4" (32) x 1/4" (6) spacer.

**Pin Assembly:**

- Note: The pin assembly is to be used with the installation of back to back street blade signs with 6" (150) letters.