1. Precast the Doghouse Inlet Box and Cast-in-place the Base unless otherwise specified in the contract. See Detail D-4, Sheet 1 of 2 for Box Details and Notes.
2. Provide a minimum cover of 1 1/2" for all reinforcement, unless noted otherwise.
3. Support both ends of the Pipe during the construction of the Base.
4. See Table on Detail D-4, Sheet 1 of 1 for Wall Reinforcement Details.
5. Fill Doghouse Opening with high strength, non-shrink Grout mixed with coarse aggregate in a 1:3 ratio by weight.
6. Maintain a minimum of 12" from the top of the Doghouse opening to the top of the Box. Additional reinforcement at pipe opening required as shown.
7. Construct Doghouse opening between 3" and 4" larger than the outside diameter of the Pipe. Do not encroach on the adjacent wall.
8. Inside the Doghouse structure, remove the existing pipe by sawcutting flush with the inside wall face. Alternately, remove the top half of the pipe and use the remaining pipe section as the bottom of the flow channel, as shown in Section B-B.

**Notes:**
- 4" Min. (Typ.)
- 7" (Typ.)
- 2" (Typ.)
- 6" (Typ.)
- #57 Stone (Typ.)
- #4 @ 6" (Typ.)
- 1'-10" Min. (Typ.)
- 1'-0" Min. (Typ.)
- 2 ADDITIONAL VERTICAL #4 BARS [MIN] = FULL HEIGHT OF SECTION
- 1 ADDITIONAL HORIZONTAL #4 BAR [MIN] = MIN. LENGTH = OPENING WIDTH + 5"
- 2 ADDITIONAL DIAGONAL #4 BARS @ 45° [MIN] = MIN. LENGTH = OPENING WIDTH + 6"
- OPENING SIZE AND LOCATION MAY VARY TO ACCOMMODATE PIPE SIZE AND ORIENTATION

**Isometric View**

**Section A-A**

**Section View**

**Cast-in-place Base**

**Section B-B**

**Plan View**

**Cast-in-place Base**

**Precast Doghouse Inlet Box**

**See Note 8**

**See Note 5**

**See Note 4**

**See Note 7**

**See Note 2**

**DelDOT**

**Recommended**

**Standard No.** D-5 (2020)

**SHT.** 9

**Date** 09/01/2020