STANDARD INSTALLATION (UP TO 2 DEVICES)

FRONT

- FROM POWER POLE
- METER PAN
- 2" RIGID GALV. CONDUIT (SEE NOTE #2)
- 24" X 18" W ALUMINUM BACKPLATE
- UNFUSED DISCONNECT (FRONT VIEW)
- DISCONNECT SWITCH
- TO BREAKER PANEL (FEED)

SIDE VIEW

- FROM PROVIDER
- STREET CROSSING
- UNB TO BACK OF PANEL
- TO JUNCTION WELL TYPE 1/DEVICES
- 2" CONDUIT

NOTES

1. PEDESTAL SHALL BE USED WHEN ALL DEVICES ARE AWAY FROM POWER SOURCE.
2. ALL CONDUITS AND OTHER ASSOCIATED PIECES SHALL BE 2" RIGID GALV. CONDUIT UNLESS SPECIFIED DIFFERENTLY ON THE PLANS OR BY LOCAL UTILITY COMPANY. ALL CONDUITS SHALL BE INSTALLED FROM ENCLOSURE TO TYPE 1 JUNCTION WELL. JUNCTION WELL SHALL BE PLACED WITHIN 10' OF SERVICE PEDESTAL (OR PER PLAN).