REFER TO NOTE 2A FOR UPSTREAM
RIPRAP D IMENSIONS,

3: - ou
(TYP.)

NOTE: REMOVE ONE POST FROM
GUARDRAIL OVER CULVERT SECTION
TO ALLOW FOR PROPER SPAN LENGTH

025 EL. 35.66

1°-6" R-5 RIPRAP (ITEM #712021) ON
6” DE *3 STONE (ITEM #302011) ON
GEOTEXTILE CITEM #713003) (TYP.)

GUARDRAIL OVER
CULVERTS, TYPE 3-31

OHW ELEVATION = 32,00

GRADE AND PLACE RIPRAP
AT 2 :1 SLOPE. RIPRAP NOT
SHOWN FOR CLARITY

AND SLOPE RIPRAP TREATMENT FOR

SEE ENVIRONMENTAL COMPL I ANCE
NOTE 40 - STREAM RESTORATION
/]

> GU I DANCE.

STREAM GRADE EL. 29.75 INLET
STREAM GRADE EL. 29.50 OUTLET
(ELEVATION AT CENTER PIPE)

CENTER PIPE INVERTS 29.25 US/29.00 DS
QUTSIDE PIPE INVERTS 30. 25 US/30.00 DS

PLACE CHANNEL BED FILL OVER
THE RIPRAP (12 MIN. DEPTH IN
CHANNEL BOTTOM}. PAYMENT
UNDER ITEM #712531.

¢ PROPOSED PIPE
STATION 6+05. 00

¢ PROPOSED PIPE
STATION 6+14. 69
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i ¢ PROPOSED PIPE =

| STATION 5+95, 29 é o BRIDGE ELEVAT |ON

| [ ag LL H - ] H

l Yo S W = 1-0

1 ~ o

| 1 E“W NOTES:

1 1.  PROPOSED BRIDGE

| ? . THE EXISTING (3) 7' -3" SPAN x 5'-3" RISE CORRUGATED METAL PIPES SHALL BE REPLACED

| 1S WITH (3) 6’ -0" DIAMETER REINFORCED CONCRETE PIPES (72'-0” LONG). THE CENTER PIPE

| 15 SHALL BE PLACED 6" BELOW THE ESTABLISHED STREAM GRADE. THE INVERT OF THE OUTER

| " ‘ 4 PIPES SHALL BE PLACED 1'-0” ABOVE THE INVERT OF THE CENTER PIPE. PLACE PIPES WITH

| o S | A 2°-6" GAP BETWEEN THE OUTER WALLS OF EACH RUN. PLACE 6" COURSE AGGREGATE

| z; 5= BEDD ING BENEATH PIPES AND 6” SHAPED UP THE CURVE OF EACH PIPE.

1 L - 2.  RIPRAP PLACEMENT

3 —%g E A.  UPSTREAM - RIPRAP SHALL BE PLACED IN THE CHANNEL BOTTOM 56’ -0” FROM

| & z THE PIPE INLET ALONG THE STREAM CENTERLINE AND SHALL BE PLACED TO

| 5 Q|w CREATE A SMOOTH BEND THAT MATCHES THE EXISTING STREAM BANKS.

| N o|3 B. DOWNSTREAM - RIPRAP SHALL BE PLACED IN THE CHANNEL BOTTOM 24’ -0 FROM

1 ~ THE PIPE OUTLET ALONG THE STREAM CENTERLINE AND SHALL BE PLACED TO

| -y CREATE A SMOOTH BEND THAT MATCHES THE EXISTING STREAM BANKS.

1 GUARDRAIL, TYPE 1-31 <?$53
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1 e © 72' -0” PROPOSED PIPE (ALONG SKEW)

| CONSTRUCTION BASEL INE e 5 - | -

| REEVES CROSSING ROAD < | |

| (K286) S 74°27' 14" = o~ 2'-0" OFFSET _ 4 -0" 10'-0" LANE | 10"-0" LANE _ 4°-0"  2°-0" OFFSET

| 2'-4” MAINTENANCE STRIP | [SHLDR-F o, SHLDR- || 9+ _4» MAINTENANCE STRIP

| 18” R-5 RIPRAP ON 6” DE #3 STONE ON
| EL. 37.51 GEOTEXTILE. REFER TO ENVIRONMENTAL
| 4° ROUNDING (TYP.) {” 17 . ﬂ\\\\\ 3 _ .

| 10 e 4 4 , COMPL IANCE NOTES FOR DETAILS ABOUT
| EL 3817 A m i 5 ] = RIPRAP INSTALLATION (TYP.).

| Y |

1 CENTER PIPE INVERT SHOWN (SEE LA A Aﬁf/ /4;?ﬂ

| BRIDGE ELEVATION) STREAM GRADE = — §

‘ EL. 29.75 INLET, EL. 29.50 QUTLET. 2 | 2

| 1| = PAVEMENT BOX i o]

| Y | —F W-*

| C* BORROW (SEE LEGEND) i LO
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| o ., | 3 - 6'-0" DIAMETER

| o RIPRAP APRON 12" COURSE AGGREGATE FOR FOUNDATION | CLASS 111 REINFORCED RIPRAP APRON

| > ~(SEE NOTE #24) STABILIZATION. (PLACE 6 BELOW BOTTOM CONCRETE PIPES ~ (SEE NOTE #28)

| 0 IS PL AN OF PIPE AND SHAPED 6" UP THE CURVE CONSTRUCTION

i < . = .. OF THE PIPE) BASEL INE

‘ a REFER TO NOTE 2B FOR S« B = 1-0

| 0 DOWNSTREAM RIPRAP D IMENS IONS. N

| [Fy) L,k — "

‘ S X NOTE: BRIDGE SECTION SHOWS THE £-PLACE 6” TOPSOIL, PERMANENT

; & b & BRIDGE SECTION CENTERL INE OF THE CENTER PIPE. SEEDING DRY GROUND

| o & = 1 -0"

1 > =
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| f-‘£ ADDENDUMS / REVISIONS CONTRACT BRIDGE NO. 2_-286A SHEET NO.
; 2 /\\ DELAWARE KENT COUNTY PIPE 1201207505 [ BRIDGE PLAN, SECTION 4
| 5 /_‘- DEPARTMENT OF TRANSPORTATION REPLACEMENTS, FEDERAL, 2012 COUNTY & ELEVATION TOTAL SHS.
| z KENT CHECKED BY: MJG 48
| >




