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INLET TOP UNIT APPLICATIONS
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LENGTH OF #4 REBAR SHALL BE THE OUTSIDE OF THE DRAINAGE INLET BOX PLUS 2’-9".
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- INTEGRAL P.C.C. CURB AND GUTTER, TYPES 1-2 AND 3-2 & CURB, TYPE 1-2 - 8" MIN.

- INTEGRAL P.C.C. CURB AND GUTTER, TYPES 1-4 AND 3-4 & CURB, TYPE 1-4 - 10" MIN.

- INTEGRAL P.C.C. CURB AND GUTTER, TYPES 1-6 AND 3-6 & CURB, TYPE 1-6 - 12" MIN.

* - THIS DIMENSION VARIES BASED ON THE HEIGHT OF THE CURB AND GUTTER OR CURB USED:

INTEGRAL PCC CURB & GUTTER, TYPE 1-8 & 3-8, PCC CURB TYPE 1-8

AND PCC CURB TYPE 1-6, 1-4, AND 1-2.

INTEGRAL PCC CURB & GUTTER, TYPES 1-6, 3-6, 1-4, 3-4 , 1-2 AND 3-2
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SEE CURB OPENING DETAIL ON THIS SHEET
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OVERLAP BETWEEN BARS.

MORE THAN ONE BAR IS USED, THERE MUST BE A 12"

S501 IS NOT REQUIRED TO BE ONE CONTINUOUS BAR.  IF
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NOTE:  SEE DETAIL D-5, SHEET 3 OF 9 FOR INLET TOP UNIT APPLICATIONS.

TYPE 1  JOINT (TYP.)

CHANNEL (TYP)

CONCRETE FLOW

CAST-IN-PLACE

NOTE:  REFER TO PREVIOUS SHEETS FOR REINFORCING REQUIREMENTS

* - SEE OPTIONAL PIPE OPENING DETAIL ON STANDARD NO. D-4, SHEET 1 OF 1
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BOX MANHOLE COVER SLAB DETAILS
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1. COVER SLABS SHALL BE PRE-CAST.

2. ALL BARS SHALL BE #5 (#16) SPACED AT 6" (150)   

  UNLESS NOTED OTHERWISE.

3. MINIMUM BAR COVER = 1�" (38).

   

   - DIMENSIONS TO MATCH OUTSIDE TO

   OUTSIDE DIMENSIONS OF BOX.

MANHOLE DETAILS
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JUNCTION BOX DETAILS

D-7 (2007)

NOTES:

1.  COVER SLABS ARE TO BE PRE-CAST.
2.  ALL BARS ARE TO BE #5 (#16) SPACED
  @ 12" (305) – UNLESS NOTED OTHERWISE.
3.  MINIMUM BAR COVER = 1 �" (38).

   - DIMENSIONS TO MATCH OUTSIDE TO
  OUTSIDE DIMENSIONS OF BOX. 
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DRAINAGE PIPES WITH CONCRETE AS DIRECTED BY THE ENGINEER.

THE CONTRACTOR SHALL FURNISH MATERIAL AND PLUG ABANDONED

NOTE:

SECTION ELEVATION

PIPE PLUGGING DETAIL
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FLOWABLE FILL
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