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2% 2%

(DOWNSTREAM LOOKING UPSTREAM)

BRIDGE SECTION

FLOW

CZ CZ

AND R/W BASELINE

CONSTRUCTION

12

1

12

1

3

1

3 

1

6"

CHANNEL BED FILL

1'-0" MINIMUM

 

THE PIPE AND 6" UP THE CURVE OF THE PIPE)

STABILIZATION. (PLACE 6" BELOW BOTTOM OF

1'-0" COARSE AGGREGATE FOR FOUNDATION (#57 STONE)

TYPE C (TYP.)

BORROW,

VARIABLE DEPTH

18" 18"

35.06 US/34.95 DS

LOWER PIPE INVERTS

BRIDGE ELEVATION (CHANNEL SECTION)

DEPTH VARIES

EXISTING HMA

OHW EL. 38.41

ON GEOTEXTILES, RIPRAP (ITEM 708003)

USE A 7" MINIMUM THICKNESS UNDER SACKED RIPRAP)

6" DE .NO.3 STONE (ITEM 302002 NOTE:

MATCH FINISHED GROUND ELEVATION

(DESIGN SECTION - ACTUAL SLOPE VARIES - TYP.)

(ITEM 708002 GEOTEXTILES, SEPARATION) (TYP.)

PLACE ALONG REAR FACE OF SACKED RIPRAP

CLEAR ZONE CLEAR ZONE

2'-0"

SHLD.

2'-0"

SHLD.

DITCH WIDTH VARIES (26'-0" MINIMUM AT THE DOWNSTREAM END)

48"

72"

48"

36.06 US/35.95 DS (TYP.)

UPPER PIPE INVERTS

VARIES (6:1 MAX)
(6:1 MAX)

VARIES
6% 6%

ON GEOTEXTILES, RIPRAP (ITEM 708003)

OVER 6" DE. NO.3 STONE (ITEM 302002)

OVER 1'-6" R-4 RIPRAP (ITEM 707001)

1'-0" (TYP.) CHANNEL BED FILL

A

A

PLACE FLOWABLE FILL 12' FROM PIPE ENDS

25'-0" EXISTING R/W BY PERMANENT EASEMENT 25'-0" EXISTING R/W BY PERMANENT EASEMENT

ROADWAY PROFILE AND RIPRAP EMBANKMENT NOT SHOWN FOR CLARITY.3.

SEE ENVIRONMENTAL COMPLIANCE SHEET FOR ADDITIONAL NOTES.2.

MAINTAIN CULVERT SLOPE OF 0.2%.1.

NOTES: 

SECTION A-A

(ITEM 208000)

FLOWABLE FILL

THE PIPE AND 6" UP THE CURVE OF THE PIPE)

STABILIZATION. (PLACE 6" BELOW BOTTOM OF

1'-0" COARSE AGGREGATE FOR FOUNDATION (#57 STONE)

ROADWAY

TYPE C (TYP.)

BORROW,

VARIABLE DEPTH

TYPE B (TYP.)

BORROW,

VARIABLE DEPTH

2

1

2

1

48"

72"

48"

6
"

EL. 40.29

EL.40.39

Q25
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